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ALTERNATIVE FUEL ELECTRONICS 628000007

SENSORE DI PRESSIONE BENZINA
POSTO SUL RAIL

e N

BEGS.

ATERGATivE s s RIPROGRAMMARE CON
LA CONFIGURAZIONE CONNETTORE
DEDICATA PER CENTRALINA
QUESTO VEICOLO CONTROLLO POMPA

628000007 PRESENTE SUL KIT TAP (Posta sotto ai seggiolini

. : “=| Codice AEBO1IN posteriori lato guidatore)

PETROL PRESSURE
PROGRAMMABLE EMULATOR

VERDE
PIN 4 FILO BLU/ROSSO
+—— SEGNALE SENSORE DI
PRESSIONE BENZINA
ROSSO
+12V SOTTOCHIAVE 4
ALFILOBLU 4 BLU
DELL’ELETTROVALVOLA GAS ¥
NERO
MASSA l||
ROSA

GIALLO PIN 17 FILO ARANCIONE/GIALLO
SEGNALE PWM POMPA BENZINA

NON COLLEGARE
ROSA/NERO




"¢= u Volvo XC60 3.0 224 Kw V6 MY2010
¢ ¢

ALTERNATIVE FUEL ELECTRONICS 628000007

PETROL PRESSURE SENSOR IS PLACED
ON THE PETROL INJECTIONS RAIL

628000007

PETROL PRESSURE
PROGRAMMABLE EMULATOR

Enl

=

TO REPROGRAM BY
DEDICATED
CONFIGURATION
AVAILABLE IN THE KIT TAP
Code AEBO11N

PUMP CONTROL UNIT
CONNECTOR

(Located under the seats
rear driver side)

GREEN
PIN 4 BLUE/RED
+«— WIRE PETROL
PRESSURE SIGNAL
RED
+12V KEY ON ENGINE OFF ¢
TO THE GAS VALVE 4 BLUE
BLUE WIRE ¢
BLACK
GROUND l||
PINK
YELLOW
DON'T CONNECT
PINK/BLACK

PIN 17 ORANGE/YELLOW
WIRE PWM PETROL PUMP
SIGNAL CONNECT WITH THE
YELLOW WIRE OF EMULATOR




